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1 Release Notes

	Product Name:
	TWAIN Image Xpress

	Type of Release (Proto, Interim, Beta, and Final)
	Beta

	Date:
	09/29/09

	To: HSM
	From:  HSDC


	
	  BU: ACS


	
	Organization: HTS

	Server Location:
	ftp: \\199.63.32.9/user1/HANDHELD/ TWAIN_3.0.16

	Server Login:
	\\199.63.32.9

	Server Password (if not known):
	-


1.1 Release Details
	Sl
	Item
	Version Number/Type/Make
	Part Number/
Drawing Number

	1
	TWAIN Installation Setup 
	3.0.16
	NA

	2
	Hardware (including the OS (DOS, Windows 95/XP, Unix etc.), Compilers, Assemblers, Linker, Editors etc.)
	NA
	NA

	3
	Tools  ( including Debugging tools like  Emulator, Simulator, ECAD, MCAD  etc., Testing tools )
	NA
	NA

	4
	Others ( if any )
	NA
	NA


1.2 Problem/Change Report Details
	Module/Sub-Module Name
	Number of Problem/Change Reports Fixed
	Number of   Problem/Change Reports not Fixed
	% of Testing coverage Done
	Comments

	TWAIN Installation Setup,
Application


	Total Cycle 1        0

	0
	Cycle 1- 100%

	 (TWAIN -119 is identified as part of the current build testing but is an existing issue on the 3.0.12 build)

	Application Enhancements
	JIRA Issues           4
	3 (TWAIN-62,105 are not within the scope but identified as part of the current testing of this build. These are not introduced in the current build but are existing old issues.

TWAIN-120 is not addressed – need to discuss with partner.)


	100%
	

	TWAIN Installation Setup,

Application


	Unit Testing          2
	1 (TWAIN -115 is not captured as part of the read me document – Need to discuss with partner as this is an existing old issue found in the current build.)
	100%
	-

	
	
	
	
	


The Test report after the Twain version 3.0.16 testing:
    
      
[image: image1.emf]TWAIN_FIT_Test_Re port


Note: The scope of testing was to test only the changed requirements and doesn’t cover the whole application testing.
1.3 Functional Changes (if any)

1) TWAIN-77 issue is handled.

2) TWAIN-92 issue is handled.

3) TWAIN-93 issue is handled.

4) TWAIN-96 issue is handled.

5) Build Information changed to Version 3.0 Build 16.
Show » 

•The 'Capture' button will turn its name and functionality into 'Cancel' button as soon as it is clicked. the functionality of the 'Cancel' button will be enabled only after 10 seconds approximately. •The 'Cancel' button will be brought back to 'Capture' button once the image is transferred to the TWAIN window and the functionality will work accordingly. •The 'Close' button of the application will be disabled as soon as the Capture button is clicked and will be enabled when the image is transferred to the TWAIN application. Or after 10 seconds(approximately) which ever comes first.. •When the device is in trigger mode and the user is trying to close the application using the 'Close' button then device will be brought back to the normal mode before closing the application and the word application will not hang at all. •The build information is changed to 3.0.15.900. •The same build information shall reflect in the splash and About dialog box. •The application will be able to capture the image even after 'n' number of seconds after clicking the Capture button.(Where n is any finite value) 
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1.4 Highlights

1) TWACKER Hang when the device was not connected is addressed(i.e. TWAIN – 77).
1.5 Limitations

1) Multiple instances shouldn’t be launched to install the setup.
1.6 Known Bugs and work-around for the same

[image: image3.emf]TWAIN_KnownIssue s_3.0.16


1.7 Deliverables 

	Sl No
	Name
	File Name/Part Number
	Version/Date
	Size

	1
	TWAIN Installation Setup

	Twain Image Xpress 3.0.16.exe
	3.0.16
	4.05 MB

	2
	Release Notes
	TWAIN_ReleaseNotes.doc
	1.0
	367KB

	
	
	
	
	


1.8 Smoke test Results (Pass/Fail/NA)

The Smoke testing results PASSED after taking the setup from the FTP location.
1.9 Planned Date of Project Inquiry Meeting

NA

1.10 Approvals
	PM/Program Manager 
	Sushil

	SQE
	Pankaj
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1 Introduction


1.1 Document Scope


This document captures the Integration testing results for TWAIN -93 Issue Verification testing. It details the health of the build, test case status, the intended metrics captured after every cycle & the Testers Voice.

1.2 Reference documents


		Document Title

		Path

		Version No.



		en. Twain_InstallationRequirements.doc

		eo. $:\HIM_POSRDM\TWAIN\Requirement

		ep. 0.6



		eq. TWAIN  issues to address for next release_3.0.15.msg

		er. $:\HIM_POSRDM\TWAIN\Requirement

		es. NA



		et. TWAIN_ImpactAnalysis_3.0.16.xls

		eu. $:\HIM_POSRDM\TWAIN\Release\Release 3.0.16

		ev. NA





1.3 Testing Environment


		Hardware

		ew. Windows 2000 Sp4,Windows Xp Sp2,Windows 2000 Server Sp4,.4800dr Imager(Honeywell)



		Software

		ex. Microsoft Windows Word.



		Period of testing

		ey. 09/25/09



		Name of tester

		ez. Suresh



		Testing Effort

		fa. Cycle1 :3.5





1.4 Testing Effort


		Task

		 (Hours)



		Test Plan Preparation

		0



		Test design Preparation

		1



		Test Design Review

		0



		Test Design Rework

		0



		FIT Effort

		3.5



		Test Report  generation

		1





1.5 Test Results Summary

		

		Twain 3.0.16 Cycle1



		Total Number of Tests conducted

		7



		Total Number of Tests passed

		6



		Total Number of Tests failed

		1



		Percentage of test passed

		85%





1.6 Report Details


1.6.1 Integration Testing


1.6.1.1 Integration Testing –( Twain -3.0.16)



[image: image1.emf]Twain_FIT_Test_Rep ort.xls




1.7 Voice of Tester


1.7.1 Integration Testing

Twain - Build (3.0.16)

		S #

		Aspects

		Positive points

		Negative points

		Remarks



		1

		fb. Project Engineering

		fc. NA

		fd. NA

		fe. NA



		2

		ff. Configuration

		fg. NA

		fh. NA

		fi. NA



		3

		fj. Operation

		fk. NA

		fl. NA

		NA



		4

		fm. General

		fn. The application is stable.

		

		The Hand icon is appearing on twain driver application  in my laptop , this is working fine in test machine.



		

		fo. 

		fp. 

		

		





Verified issues: twain -77,92,96

One improvement is observed – Twain - 119

The build can be released.

1.7.2 System Testing


                 NA
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Test Case Details


						Legend:              NT: Not tested                NA: Not Applicable


			S No			Requirement Tag			Test Case Tag			Test Case Number			Input			Expected output			Spiral1_Cycle1			Spiral1_Cycle2			Spiral1_Cycle3			Spiral2_Cycle1			Spiral3_Cycle1			Spiral3_Cycle2			Twain 3.0.15.900 Cycle1			Twain 3.0.15.900 Cycle2			Twain 3.0.15.900 Cycle3			Twain 3.0.16 Cycle 1


			1			Installation			Twain_TC_001			Installation_1			Format the Machine and install the basic OS and over it install the application.Ensure that the PC meets all the prerequisites mentioned in the test plan. Check the functionality/working of the software after completing installation.Perform this test for all the supported OS.			The functionality of the Application should work fine			Fail Defect id:42			pass			pass			NA			pass			pass


			2									Installation_2_a			Install the software on the default partition.Make sure that the software gets installed successfully.			The software should be installed succesfully			pass			pass			pass			NA			pass			pass


			3									Installation_2_b			Install the software on a partition different from the default partition.Make sure that the software gets installed successfully.
    -Install the software on a partition different from the default partition in a folder under the drives and check whether the installation /Uninstallation happens succesfully.
    - Install the Software in a partition in the root (c:\ and d:\) and uninstall it and check the installation and uninstallation happens succesfully.			*the Installation should happen succesfully.
*the Installation/Uninstallation should happen			pass			NT			NT			NA			NT			NT


			4									Installation_3_a			Compare system files before and after installation.Check if any system files are removed from the system on installation.			the system files should not be removed after installation.			pass			pass			NT			NA			NT			NT


			5									Installation_3_b			Check if the user is able to log off/shutdown/reboot the system properly after completing installation.			The user should be able to  log off/shutdown/reboot the system properly after completing installation.			pass			NT			NT			NA			NT			NT


			6									Installation_3_c			Check that the installation folder is created as per the path/name given during installation.			The installation folder should be created as per the path/name given during installation.			pass			pass			pass			NA			pass			pass


			7									Installation_3_d			Ensure that all the program folders are created properly after installation.			All programs should be created properly after the installation.			pass			pass			pass			NA			pass			pass


			8									Installation_3_e			Ensure that an Icon is created once the installation is successful in add remove programs for the setup and also in installation.			an Icon should be created once the installation is successful in add remove programs for the setup and also in installation.			Fail Defect id:43			pass			NT			NA			NA			NA


			9									Installation_4_a			Install the software on all the supported OS to check OS compatibility.(Windows 2000 sp4,Windows Xp sp2,Windows 2K server with SP4)			The software should be installed on all supported OS succesfully.			pass			pass			pass			NA			pass			pass


			10									Installation_4_b			Install the Software on a not Supported OS and check whether an Alert is appearing to the User saying ,the System should have the respective OS as minimum System Requirements and should continue with the installation.			The alert message give correct information of the Operating systems and it should continue installation.			Fail defect id:33			pass			NT			NA			NT			NT


			11									Installation_5_a			Cancel the installation in the middle of the install process and try to re-install the software.The software should get installed successfully without errors.
After cancelling check whether all the installed files until then are removed from the machine.			All files installed should be removed from the sytem after cancelling the installation.			Fail defect id:44			pass			NT			NA			NT			NT


			12									Installation_5_b			Cancel the uninstallation in the middle of the uninstall process and check whether the Installation is not uninstalled succesfully with all the features installed earlier.			Uninstallation should not happen.			Fail defect id:45			pass			NT			NA			NT			NT


			13									Installation_5_c			Check whether the "<-" and "->" keyboard arrows events are active to choose the "Yes" and "No" options in the cancel uninstallation dialog.			The "<-" and "->" keyboard arrows events should be active to choose the "Yes" and "No" options in the cancel uninstallation dialog.			Fail defect id:59( No issue)			NT			NT			NA			NT			NT


			14									Installation_6			Install the software with Anti-Virus software running on the machine.			the software should be succesfully installed the machine.			pass			pass			NT			NA			pass			NT


			15									Installation_7_a			Uninstall the software.Uninstall process completes successfully.System should return to the state it was in prior to installation.			All the files installed after the installation should be removed after the uninstallation.			pass			pass			pass			NA			pass			NT


			16									Installation_7_b			Check that all software related components are removed successfully including the registry entries ,program files folder  etc.			All software related components should be removed successfully including the registry entries ,program files folder  etc.			Fail defect id:39			pass			NT			NA			pass			NT


			17									Installation_7_c			Re-install the software on the target machine.The software should get installed without any errors.			Reinstallation of software on target machine should succesfully install the software.			pass			pass			NT			NA			NT			NT


			18									Installation_7_d			Compare system files before and after installation.Check if any system files are removed from the system on installation.			No system file should removed.			pass			pass			NT			NA			NT			NT


			19									Installation_7_e			Check if the user is able to log off/shutdown/reboot the system properly after completing installation.			The user should be able to log off/shutdown/reboot the system properly after completing installation.			pass			NT			NT			NA			NT			NT


			20									Installation_7_f			Ensure that all the program folders are created properly after reinstallation.			All the program folders should be created properly after reinstallation.			pass			pass			NT			NA			NT			NT


			21									Installation_8_a			If any step during the installation takes a long time, the user should be notified about the progress .Check this.			The user should be notified if installation takes more time.			pass			pass			NT			NA			NA			NT


			22									Installation_8_b			Installation progress should be indicated by progress bars throughout the installation.Check this.			the installation should be indicated by progress bars through out the installation.			pass			pass			NT			NA			pass			pass


			23									Installation_8_c			At any point during the installation user should not feel that the installation process has stopped or crashed.Check this.			The installation user should not feel that the installation process has stopped or crashed			pass			pass			NT			NA			pass			pass


			24									Installation_9			Allow the install process is complete check for the  restrictions that may interfere with the software installation; if the OS is configured in some way that would prevent installation the user should be notified of what the issue is so they can rectify			The user should be notified if any errors happen while installation.			pass			pass			NT			NA			NA			NA


			25									Installation_10_a			Perform the software upgrade from an old supported release.Ensure that upgrade is successful.			upgradation should be succesful.			Fail Defect id:31 (open)			NT			NT			NA			pass			pass


			26									Installation_10_b			Cancel the upgradation while the upgradation is in progress and check whether the old set is restored after the cancellation.			The old setup should be restored if cancelled in between the upgradation.			Fail Defect id:58( No issue)			NT			NT			NA			NT			NT


			27									Installation_11			Installation should not proceed if it detects that the upgrade is from an unsupported release.Try to upgrade from an unsupported release and check results.The user should be prompted with warning messages.			The installation should not proceed from unsupported release.			pass			pass			NT			NA			NT			NT


			28									Installation_12			It is envisaged that it may be necessary at times to allow installation to continue even if one or more of the not so critical prerequisites are not met.Make sure that such pre-requisites are not present on the target machine.Install the software.Ensure that installation continues though warning messages are generated.			The installation should  be continued if the not so critical prerequisites are not met.			pass			NT			NT			NA			NA			NA


			29									Installation_13			Install the software on a used system .Ensure that the  PC  meets the pre-requisites.Check system functionality.			The system functionality should be fine after installation on used system.			pass			pass			NT			NA			NA			NT


			30									Installation_14_a			Ensure that the Software About information displays the version and other details correctly.			The software about information should be correct.			pass			pass			NT			NA			pass			pass


			31									Installation_14_b			Ensure that the system flash screen display is correct.			The system flash screen should be correct.			Fail Unit testing			pass			NT			NA			pass			pass


			32									Installation_15			Ensure that the Application gets installed from a shared or Mapped drive.			The application should get installed from a shared or mapped drive.			pass			pass			NT			NA			NT			NT


			33									2			Double click the Installation setup executable and check whether the installation set up screen opens.			  The installation setup screen should popup successfully.			pass			pass			NT			NA			pass			pass


			34									3			Install the Setup in the OS which has higher service pack than the windows sp2, windows 2000 sp4, windows server sp4.			The Setup should be successfully installed in all the higher service packs of the Operating systems and work properly.			pass			pass			NT			NA			pass			NT


			35									4			Check whether the complete product is given as a single installation package.			The Complete product should appear as a single installation package.			pass			pass			NT			NA			pass			pass


			36									5			Check by reinstalling same version of the setup in a machine.			                                                                        “Repair,Remove” options should be shown to the User.			pass			pass			NT			NA			pass			NT


			37									6			Check whether the “License” document is provided as part of the installation.			The License document should be provided as part of the Installation setup .			pass			pass			NT			NA			pass			pass


			38									7			Check whether the user is able to continue with the Installation unless he agrees with the License agreement.			The User should not be allowed to continue with the Installation unless he agrees with the License agreement.			pass			pass			NT			NA			pass			pass


			39									8			Check the validity of the License document.
 a) Check whether the “hand held” word is replaced by “Honeywell” in the License document.			The License document should be Valid.
 a) The document should Not Contain the “Hand Held” word in it.			pass			pass			NT			NA			NT			NT


			40									9			  Check whether all the Bitmaps of Hand Held are replaced with Honeywell Bitmaps in the Application.			All the Bitmaps in the Application should contain only “Honeywell” name on them and not “Hand held”.			Fail Unit testing			pass			NT			NA			NT			NT


			41									10			Check whether the Installation is appearing as wizard and follows the below sequence while Installation.
 a)Welcome Screen.
 b)License page.
  c) Destination and Browse for change along with progress bar.
  d) Finish.			The Installation should appear as Wizard and should follow the sequence.			pass			pass			NT			NA			pass			pass


			42									11			Check whether the “Custom” type installation is provided in this setup.			There should not be “Custom” Type installation in the setup.			pass			pass			NT			NA			NT			NT


			43									12			Check whether the below files are installed in their respective folders in the default installation path.

a)The Com emulation files should be installed in C:\Program Files\Honeywell \TWAIN Image Xpress\drivers\USBCOMPortEmulation
the files are :
Hhpcdc – security catalog
Hhpcdc – Setup info
Hhpcdc.sys file
Hhpcdc98.sys
hhpstub.vxd – Virtual device driver
HHPPRTNO.DLL
wdmstub.sys
Readme
b) Config files with images.
c) License doc.
d) Read me doc.
e) Help file of the application.

f) And honeywell_tix.ds
HH05281IF.dll
HH37116IC.dll
mfc71.dll
msvcp71.dll
msvcr71.dll
files in C:\WINDOWS\twain_32\Honeywell   C:\WINNT\Twain_32\Honeywell			The files should be installed in the respective folders in the default installation path.			pass			pass			pass			NA			pass			pass


			44									13			Check whether the registry entries are created in the below path after the installation.
HKLM\Software\Honeywell\TwainImage Xpress\			The registry entries should be created in the path HKLM\Software\ TwainImage Xpress\ after successful installation.			Fail Defect id:233			pass			NT			NA			pass			NT


			45									14			Check whether the Uninstallation is Continued if the Application is kept open.			The Uninstallation should not proceed when the application is kept open and should alert the user to close the Application to Continue else close the Uninstallation setup.			pass			pass			NT			NA			pass			NT


			46									15			Check whether the files are in the below directory structure if the application is installed in default path.
C:\Program Files\Honeywell \TWAIN Image Xpress
1. Config.
 Images
 Default Settings – file
 Device – file
 Splash – file.
2. Drivers
 USBCOMPortEmulation.

3. Help
 TIX 

a) The defaultsettings.ini file in the config folder should be made writable after the installation.			The Installation should follow the mentioned directory structure to copy the files after the Installation.






A)  The defaultsettings.ini file property in the config folder should be set to writable after installation.			pass




NT			pass


NT			NT			pass




pass			pass




pass			pass




NT


			47									16			Check by installing the new setup on the old installation setup.			The old setup should be removed and the new setup should be installed.
 And the old DefaultSettings.ini should be backed up and restored with the new installation.			pass			pass			NT			NA			pass			pass


			48									17			Check whether the repair functionality is working fine by restoring the files which were removed from the Installation folder, delete registry settings once the installation is successful.
 a) Check whether the repair functionality is working fine from the add remove programs.
 b) Check whether the repair functionality is working fine when installed using the setup. 
c)Check whether the repair functionality is triggering for reboot after it is done when we simultaneously with setup.
d) Check whether the "repair" button is appearing in the Support information dialog in add remove programs.			All the deleted files and the registry settings should be restored once the installation is continued with the Repair functionality.


a) The repair functionality should work fine from add remove programs with out any errors.
 b) The repair functionality should work fine from setup.


c) Post Repair functionality should not trigger for System reboot.
d) "Repair" button should not appear in the "Support Information" dialog in the add remove programs.			pass

pass


Fail Defect id: 57(Deferred)			pass

pass


NT			pass

pass


NT			NA			NA			a)NT
b) NT
c) NT
d) Pass


			49									18			Check whether all the files are restored if those are deleted after the installation and again tried to “modify” option in the reinstallation.
Only critical files like dll’s,exe 

a) Check if we can select the options in the modify option while reinstallation other wise it is not needed.			The files/registries deleted should be restored after the reinstallation of the setup using the “Modify” option.
 All the critical files like the dll’s exe’s should be restored.


a) Modify option can be removed if no multiple features present for selection.			pass


Fail defect id:32(open)			pass


NT			NT			pass			NT			NT


			50									19			Check whether the “Name, paths, image” are changed in the readme file and the Known issues.			All the changes should be made in the readme file for the rebranding of “Honeywell”  and with the known issues.			pass			NT			NT			NA			pass			pass


												19 a)			Check whether the links in the readme are proper and active.			All the links in the readme file should be active and proper.			NT			NT			NT			NT			Fail
Defect id:twain 84			pass


			51									20			Check whether the Help file is modified to incorporate the changes made ,
 Hand held ->Honeywell,
Hand held image-> Honeywell image.			All the changes should be made in the help files.			pass			pass			NT			NA			NT			NT


			52									21			a. In the About dialog box 
b. Hand held image-> Honeywell image.
c. The organization, copyright, licenced should be changed to Honeywell.
d. And site should be www.honeywell.com\aidc			All the changes mentioned should reflect in About dialog box.			Fail Unit testing			pass			NT			NA			pass			NT


												21 a)			Check whether the www.handheld.com name is changed in the support information section of “twain image xpress.” In Add remove programs”.			www.handheld.com link should be changed to www.honeywell.com/aidc at all places of twain image xpress.															Fail
Defect id:twain 85			pass


			53									22			Check whether the following changes are made in the Splash.txt file.
Version and build should be updated with the current release. Copyright information should be Honeywell,
 Honeywell logo path,
And site should be www.honeywell.com\aidc			All the changes mentioned should be reflected in the Splash.txt			pass			pass			NT			NA			pass			pass


			54									23			Try to install the Setup in a Drive which has less memory than required and check.			The setup should give an error and should stop installation.			pass			pass			NT			NA			NT			NT


			55									24			    Check the system files after the Old set up is installed and after the new setup is installed,			   Both the setups should install same files and the new setup should not delete any other system files which are being used by any application.			pass			pass			NT			NA			NT			NT


			56									25			Check whether the proper Naming is followed for the setup and also in the installation dialogues.			   In the Installation dialogues and also for the setups the Naming should be proper.			Fail Defect id:38			pass			NT			NA			pass			NT


			57									26			  Check that only one Installation dialog should be launched when setup is tried to launch multiple times.			   Only one Installation dialog should be launched even if setup is launched multiple times.			Fail Defect id:60(No issue)			NT			NT			NA			NT			NT


												27			Check whether the Image got copied to the windows word after “Accepting” using the Twain driver Interface.			The Image should be copied to the Windows Word page after it is captured and Accepted using the twain driver interface.			NA			Fail Defect id:62			NT			NA			Fail:known issue twain-62			NT


			58			Logging			Twain_TC_002			28			Install the Twain setup in the machine and check the registry path HKEY_LOCAL_MACHINE\SOFTWARE\Honeywell\TWAIN Image Xpress for the “Logging” Key name.			The installation setup should be successful and a key with name” Logging” should be created in the mentioned path with the default value as 0.			NA			NA			NA			pass			NT			NT


			59									29			Edit the “logging” key name to value “1” and use the twain application from the windows word and check the log file in the “c:\” folder path with name “hwsrc”.			A log file should be created in the “c:\” folder when we use the twain application with the USB Serial device with the name “hwsrc”.			NA			NA			NA			pass			NT			NT


			60									30			Delete the log file created in the “c:\” folder path “hwsrc” by the twain application and now change the Logging key name value to “0” in the registry path HKEY_LOCAL_MACHINE\SOFTWARE\Honeywell\TWAIN Image Xpress and use the twain application from the windows word.			Log file should not be created in the “c:\” drive path			NA			NA			NA			pass			NT			NT


			61			Manual Cropping			Twain_TC_003			31			Install the twain setup and connect the handheld (Honeywell) device in USB Serial mode.
 Launch the Windows word and Click on capture.			The Captured image should be displayed in the twain window.			NA			NA			NA			pass			pass			pass


												32			Select the image using the red bars appearing on the twain application window and select “Cropped” option in the image size and click Accept.			The cropped image should appear in the windows word document.			NA			NA			NA			Fail:known issue twain-62			Fail:known issue twain-62			Fail:known issue twain-62


			62			cap_DeviceOnline			Twain_TC_004			33			Launch the twacker application.
 On Menu select “special”
 under “special”
 Click “Load/Open SM”  then
. Under “Load/Open SM” click “Open Source” and click “Send”.			A dialog box should appear with the options.
 “Dest, DG, DAT, MSG, Capability, Container” which has various options to select and returned, Structure edit boxes.			NA			NA			NA			pass			pass			NT


												34			Click “send” by choosing the below options in the send dialog box.
 Dest=”Source”
DG=”DG_CONTROL”
 DAT=”DAT_CAPABILITY”
 MSG=”MSG_GET”
 Capability=”CAP_DEVICEONLINE”
 Container=”TWCC_BADPROTOCOL” by Connecting the handheld device in the USB serial mode.			The Returned edit box should be populated with the value “Success” and 
Structure edit box should be populated with value “Item Type=TWTY_BOOL
Value=TRUE”			NA			NA			NA			pass			pass			NT


												35			Click “send” by choosing the below options in the send dialog box.
 Dest=”Source”
DG=”DG_CONTROL”
 DAT=”DAT_CAPABILITY”
MSG=”MSG_GET”
 Capability=”CAP_DEVICEONLINE”
Container=”TWCC_BADPROTOCOL” with out Connecting the handheld device.
a) And check the Application  by clicking on "Send" Button multiple times.
b) Click “Send” multiple times when the device is disconnected.			The Returned edit box should be populated with the value “Success” and 
Structure edit box should be populated with value “Item Type=TWTY_BOOL
Value=FALSE”.
A) The Application should not Hang when "Send" is clicked multiple times.
B) The Application should not hang when “Send” is clicked multiple times.			NA			NA			NA			Fail: Defect id: 63			pass			NT


			63			Image capture settings, image processing options.(Jira id-64)			Twain_TC_005			36			Connect the Imager (4800dr,4600r) to the PC with USB serial emulation Interface.

 Launch the Windows word.
    On file Menu, click “Insert”->”Picture”-> “From Scanner or Camera”.
a)Check whether the “image capture settings” and “Image processing options” settings present on the right side of the Twain application UI are shown Maximized.
b)Check the application UI for the “image capture settings” and “Image processing options” by connecting different devices (4800dr, 4600r).
c)Check the application UI for the “image capture settings” and “Image processing options” by closing the application and relaunching the application multiple times.			a) The “image capture settings” and “Image processing options” settings present on the right side of the Twain application UI should be shown Maximized.
B)The Twain Driver User Interface should show the “image capture settings” and “Image processing options” maximized for types of Honeywell imager devices.
c) The Twain Driver User Interface should show the “image capture settings” and “Image processing options” maximized for types of Honeywell imager devices every time the application is launched.															a) pass

b)pass

c)pass			NT

NT


NT


												37			Check the help files for the twain driver UI images with the “image capture settings” and “Image processing options” shown maximized.			The help files should be updated with the “image capture settings” and “Image processing options” shown maximized.															pass			NT


												38			Check whether the maximized “image capture settings” and “Image processing options” can be minimized and maximized repeatedly.			The “image capture settings” and “Image processing options” options should be able to be minimized and maximized repeatedly.															pass			NT


						Rotate and Zoom graphical buttons to be removed from UI.(Jira id- 65)			Twain_TC_006			39			Connect the Imager (4800dr,4600r) to the PC with USB serial emulation Interface.
Install the 3.0.14 setup and 
 Launch the Windows word.
    On file Menu, click “Insert”->”Picture”-> “From Scanner or Camera”.
 Check whether the 4 graphical buttons on the left-hand side of the TWAIN GUI.”  Are appearing.
Now Uninstall the 3.0.14 Version of Twain Setup and Install the latest setup and launch twain GUI now check whether the 4 graphical buttons on the left-hand side of the TWAIN GUI”  are not appearing and also the “--=+” and “>” expand button is not appearing.			The 4 graphical buttons on the left-hand side of the TWAIN GUI along with “--=+” and “>” expand buttons are not appearing in the latest twain driver setup.															pass			pass


												40			Check whether the Help files are updated with the latest Twain driver UI’s where the “4 graphical buttons on the left-hand side of Twain GUI”  and “--=+” and “>” expand button should not appear.			  The Help files should be updated with the latest TWAIN UI’s with the “4 graphical buttons on the left-hand side of Twain GUI” “--=+” and “>” expand buttons are not appearing.															pass			pass


												41			Connect the USB Serial device  to the machine. 
Launch WinWord. 
On the Insert menu click Pictures-> from scanner and camera and select Honeywell device. 
Check that the "-+=" buttons are not visible on the right side of the twain driver. 
Now on the menu deselect the image settings options 
the image settings view disappears from the right hand side of the driver. 
Now reselect the image settings from the menu and check the “-+=” button on the right side of twain driver.			The “-+=” Buttons should not be visible.															Fail Defect id:twain 82			pass


						The “BWBrightLevel” option should be changed to “Print Weight” in code and ini file UI.(TWAIN id- 66).			Twain_TC_007			42			Install the Twain setup 3.0.14.
 Check whether the “”BWBrightLevel” option is present in the DefaultSettings.ini file.
 Now upgrade the Twain Installation setup and check whether the “BWBrightLevel” option is changed to”Print Weight” in the DefaultSettings.ini file in the config folder.			The “BWBrightLevel” option should is changed to”Print Weight” in the DefaultSettings.ini file in the config folder.															pass			NT


												43			Install the Twain setup 3.0.14.
 Check whether the ”BWBrightLevel” option is present in the DefaultSettings.ini file.
 Take backup of the DefaultSettings.ini and upgrade the setup with the new setup and check whether no other option is removed or changed in the DefaultSettings.ini file.			Only the “BWBrightLevel” option should be changed to”Print Weight” and no other option should be changed in the DefaultSettings.ini file.															pass			NT


												44			Install the New Twain driver in a formatted machine and check whether the “Print Weight” option is present in the DefaultSettings.ini file.			   The “Print Weight” option is present in the DefaultSettings.ini file.															pass			NT


												45			Launch the twain driver,
 From the Capture menu of the twain driver. 
 Select save settings to ini file.
 Save the file to desktop and check the contents of the file.			All the Options should be saved to ini file.															pass			NT


						Update Image Core Two-Tone to accept 4th parameter MagicX which is the BWBalance passed from the backend.(Twain-68).
The “BWBalance” option should be present in backend and INI file.(Twain-67)			Twain_TC_008			46			Install the New Twain driver in a formatted machine and check whether the “BWBalance” option is present in the DefaultSettings.ini file.			The “BWBalance” Option should be present in the DefaultSettings.ini file.															Fail Defect id:twain 83			NT(Rejected)


												47			After the installation of the twain setup, change the default settings .ini file from the \TWAIN Image Xpress\Config folder in the installed folder.
a) Check whether default value for the BWBalance and Print Weight are 950 and 2 respectively.
b) Select “black and white” in twain driver UI and change the values of the BWBalance in the default settings.ini from the 800 to 999 incrementally and capture the images for every change in the BWBalance and check the output.
c) Select “black and white” in twain driver UI and change the values of the BWBalance to less than 800 and more than 999 and Capture the images for every change and check the Output .			A) The default values for the BWBalance and Print Weight are 950 and 2 respectively.
b) The images should be less bright with low BWBalance Dark with 800 value and white 999 value.
c) The Application should not crash or hang and it should show a dark image for low values than 800 for the BWBalance and brighter for higher values from 999.															a) pass

b) pass


c) Fail Defect id:twain 86			NT


NT


NT (Deferred)


												48			Check the functionality after updating the older setup with the new setup.			The BWBalance functionality should work after updating from the Older setup.															pass			NT


												49			Launch the twain driver,
Select “black and white” in twain driver image options and Click Capture and save images continuously.			The images captured should be similar.															Fail Defect id:twain 87			NT(Rejected)


						Manual edge sharpening affects brightness of image.(Twain-30)			Twain_TC_009			50			Launch the Windows word.
    On file Menu, click “Insert”->”Picture”-> “From Scanner or Camera”.
Click “Capture” and take an  image and select “edge sharpening”  and  click “settings” in image processing frame on the right side of the twain driver.
Now change the slider from low to high in incremental steps and 
Capture images and check the 
Images.			The images should be less bright when the sharpen slider is low and more bright when the sharpen slider is high.															pass			pass


												51			Check the Manual Edge sharpening functionality after upgrading the setup from the older setup.			The edge sharpening functionality should work fine i.e the images should be less bright when the sharpen slider is low and more bright when the sharpen slider is high after upgrading from the older setup.															pass			pass


						Enable Digital Zoom Image Processing option when Autocrop is selected (TWAIN-69)			Twain_TC_010			52			Install the New Twain driver in a formatted machine.
 Launch the WinWord
    On file Menu, click “Insert”->”Picture”-> “From Scanner or Camera” after connecting the imager.
Capture the Image and 
Select “Auto Crop” option and capture the image and check.			The Digitally Zoom option should be selected and the option should be grayed out and the settings tab should be enabled.
 And the image captured should be zoomed when settings are saved.															pass			pass


												53			Launch the WinWord
    On file Menu, click “Insert”->”Picture”-> “From Scanner or Camera” after connecting the imager.
Capture the image and 
Select the “Digital Zoom” option.
Now click the “Auto Crop” option.			Now check that the “Digital Zoom” option is grayed out and the imaged should be zoomed. When settings are saved.															pass			pass


												54			Launch the WinWord
    On file Menu, click “Insert”->”Picture”-> “From Scanner or Camera” after connecting the imager.
Select the “Digital Zoom” option.
Now click the “Auto Crop” option.
a) And Uncheck the “Auto Crop Option and check the “Digital Zoom” option.
b) Click the full size or crop buttons.			a) The Digital Zoom Option should not be cleared.
 b) The Digital Zoom Option should not be cleared.															a) pass

b) pass			pass


pass


												55			Launch the WinWord
    On file Menu, click “Insert”->”Picture”-> “From Scanner or Camera” after connecting the imager.
Select  “full mode “option.
Select the “Digital Zoom” option.
Now click the “Auto Crop” option.
Now again select “ full mode” option.			The Digital Zoom Option should not be cleared.															pass			pass


												56			Check whether the help file is updated with the Digital Zoom Selection with the Auto Crop Selection.			The help file should be updated with the Digital Zoom Selection with the Auto Crop Selection.															Fail Defect id:twain 86			Deferred


						Digital Zoom is only being applied once when Autocrop is selected.( TWAIN-70)			Twain_TC_011			57			Install the New Twain driver in a formatted machine.
Launch the WinWord
    On file Menu, click “Insert”->”Picture”-> “From Scanner or Camera” after connecting the imager.
On the twain driver.
capture the image using full mode and save it and note its resolution and size ,
Now Select auto crop mode and select the slider to 2 in the settings and capture image and save it and check its resolution and size.			The resolution of the new image should be double and the size of the image is full mode picture * 4.															pass			NT


												58			Upgrade the old setup with the new setup and check the functionality of the Autocrop with zoom factor.			The Auto crop functionality should work fine after upgrading from the older setup.															pass			NT


												59			Launch WinWord.
On file Menu, click “Insert”->”Picture”-> “From Scanner or Camera” after connecting the imager and kept with out disturbed.
On the twain driver.
Select Auto crop, Click Capture and store the images.			All the images captured should appear same.															Fail Defect id:twain 88			Rejected


												60			Launch the twain driver,
Click capture,
Now close the twain driver using the close” instead of Accept.
And now try to re launch the twain driver.			The twain application should be launched successfully.															Fail Defect id: Twain 89			(Can not reproduce.)


						Twain -93			Twain_TC_012			61			Check the Setup version from its properties.			The Setup version should be 3.0.15.900 value.																					pass			pass			pass


												62			Install the Setup and launch the Twain Driver and check the version in the About dialog box and also the in Splash screen.			The Version should be 3.0.15.900 in the About dialog box and also in Splash Screen.																					pass			pass			pass


												63			1)Launch the application.
2)Select/Check the Device Triggered option.
3)Click the Capture button.









4) Pull the trigger of the device before 10 seconds.



5) After Step 3 pull the trigger of the device after 10 Seconds.

6) Check the Device Triggered functionality of the twain driver with (Full, Cropped, Auto cropped) image sizes.
7) After step 3, wait for 10 seconds (Approximately) and Click cancel.
And pull the trigger of the device.			2) Accept button should be in disabled state initially.
 3) The Capture button should be changed to Cancel button and it should be disabled state up to 10 secs(app) or until the imager is triggered and Accept button should be in disabled state.
 Application close button ‘X’ should be disabled state.
 And New Capture button in the Menu should not perform any functionality.

4) The image taken should be shown in the Twain driver window. And the Accept button should be enabled and application close button ‘X’ should be enabled.

 5) The image taken should be shown in the Twain driver window. And the Accept button should be enabled.
 6) The Device Triggered Functionality should work fine with different image sizes.
7) The Capture button be enabled in place of cancel button and the window ‘X’ button should be enabled.
And image should not be taken by the Twain driver.																					pass			pass			pass


												64			1) Launch the application.
2) Select/Check the Device Triggered option.
3) Click the Capture button.
4) Try closing the application using the ‘X’ button or windows shortcut (alt+f4).
5) Wait for 10 seconds,(approx)
6) Now close the Application.(using the ‘X’ button, windows short cut (alt +f4)
7) Try to Re launch the Application.(Twain driver)			4) The Twain driver should not be closed.
. 5) Close button ‘X’ should be enabled and ‘New Capture’ in menu item should also be functional.
 6) Application should be closed.
 7) The Twain driver should be successfully launched and windows word application should not be hanged.																					Failed at Step :4 in Windows 2k and windows server 2k
Jira id Twain -109			Deferred			Deferred


												65			1) Install older version of twain less than (3.0.15).
2) Install the 3.0.15.900 version of the setup over it.			2) The Setup should be successfully upgraded with the newer version and the twain driver about box, splash screen should reflect the version.																					pass			pass			NT


												66			1) Launch Twain driver. 
2) Click Capture. 
3) Select Device Triggered under device capture Options. 
4) Click capture.
5) Select Manual settings from image capture settings. 
6) Click Modify current image on twain driver User Interface. 
7) Now click cancel button
8) Now click capture,			2) The image should be shown in the twain driver User Interface.
 3) The device should be in device triggered mode and the capture button changes to cancel button.
7) Cancel button changes to capture button.
 8) The device should wait for the device to be triggered to capture image and should not capture automatically.																					Failed at Step 8
Jira id:Twain -105			Deferred			Deferred


												67			1) Launch Twain driver. 
2) Select Device Triggered = on in the image capture Options. 
3) Click capture and trigger the imager.
4) Select "prompt before updating the image" in the capture -> preferences. 
5) Click Capture. 
6) Select "no" in the Alert and check the Cancel button and the device Aimer.			3) Image should be captured and shown in the twain driver Graphical user Interface.
 5)  An alert “displayed Image will be updated" do you want to update?
 6) The Device aimer should not be turned off, and Capture button should not be Enabled																					Failed at Step 6
Jira id:Twain -106			Pass			NT


												68			1) Launch twain driver. 
2) Select Device Triggered. 
3) Click capture, 
4) Try Clicking on Cancel, as soon as it gets enabled.			3) Device Aimer should be turned on and Capture button should be changed to cancel button.
 4) The Close Button ‘X’ should change to enabled mode and Cancel button should change to capture and aimer should be turned off.																					Failed at Step 4
Jira id:Twain -107			pass			NT


												69			1) Launch twain driver. 
2) Select Device triggered mode in Image capture options. 
3) Click capture and trigger the imager.
4) Again click capture, after 10 seconds click cancel with out taking any image using the device trigger button. 
5) Now try clicking the Accept button.			3) The image should be copied to the twain GUI. 
 5) The image taken earlier should be able to be copied to windows word application using the Accept button.																					Failed at Step 5.
Jira id:Twain -108			pass			NT


												70			1) Launch twain driver 
2) Set device triggered is enable 
3) Click capture. 
4) Trigger device and before the image ships to the twain driver UI, Click capture again.			4) The Accept button should be in disabled mode and the image should not be able to be shipped to windows word.																					Failed at Step 4 
Jira id:Twain -110			Reopened			pass


												71			1) Launch twain driver. 
2) Select device triggered option is selected in image capture options. 
3) Click capture. 
4) trigger the device (now the image will be shown in the twain driver UI). 
5) Select "prompt before updating the image" in menu preferences. 
6) click capture. 
7) select "No". in the "Displayed image will be update, DO you want to continue.?" prompt. 
8) Now close the twain the driver UI using the close button 'X'. 
9) Now try launching the twain driver UI.			4) Now the image should be shown in the twain driver UI.
9) The twain driver should be launched succesfully.																					NT			Fail Defect id:Twain - 111			Pass


						Twain -77			Twain_TC_013			72			Connect device to the machine.
Launch TWACKER 
From TWACKER menu 
Special->Load/Open SM 
Special->Open Source 
Disconnect the device (unplug it from the machine) 
Click TWACKER’s “X" close button on top-left of window multiple times.			The Twacker Application should not be hanged and it should be closed.																														pass


												73			1)Launch WinWord.
2)Connect the device.
3)Open Twain Driver.
4)Select device triggered option,
5) Click Capture,
6) disconnect the device from the machine.
7)Try clicking capture with out the device being connected to the machine.
8) Connect another device and click capture.
9) Connect the device back and click capture.			5) Capture button will be changed to Cancel button.
 6) Once the timeout 9 Seconds approx is completed from click of capture, cancel should be enabled. And the capture button should be enabled once the device is disconnected.
 7) The Twain driver should allow to capture and it should not hang.
 8) Twain should not allow the new device to capture unless it is opened.
 9) The capture button should work and it should be able to capture the image.																														pass


						TWAIN-92			Twain_TC_014			74			1) Install the Twain setup,
2) Check the application icon in the add remove programs.
3) Launch the twain driver in windows word and check its icon the logo on top right of the driver.
Inner and outer border of the twain driver UI and also the menu color of the twain driver UI.			2) The Application icon should be changed to ‘H’ Symbol.
3) The Application icon should be changed to ‘H’ Symbol and ‘Honeywell’ logo should be shown in the right top of the twain driver and with proper spacing from inner and outer borders and the menu color should be changed compared to the earlier setup.																														pass


						TWAIN-96			Twain_TC_015			75			1) Install the Twain setup,
2) Launch readme file and check for the links and click those.			2) The links should be active in the TWAIN_readme.rtf and those should be redirected to the valid existing handheld site and it should not contain any attachments.																														pass


												76			1) Check the setup version.
2) Install the setup and check the version in the add remove programs and also in the twain driver splash and also in the about dialog.			1) The setup version should be 3.0.16 
3) the setup version should be 3.0.16 in About,splash dialog,addremove programs.																														pass


												77			1) Install older version of the Twain setup and upgrade with the new setup and check for the changes made for this release.			1) The changes should be reflected after upgradation.																														pass


												78			1) Launch twacker
2) load SM
3) Open source
4) Try closing the twacker using multiple clicks on the close button.			4) Only one Message close box should appear and user should not be able to perform any operation until the message close box is closed.																														Fail Defect id: 119








Metrics


			


									Testing Cycle			Spiral1_Cycle 1			Spiral1_Cycle 2			Spiral1_Cycle3			Spiral2_Cycle1			Spiral3_cycle1			Spiral3_Cycle2			Twain -93 Build			Twain -93_Cycle2			Twain -93_Cycle3			Twain -3.0.16 Build


									Total Number of Tests developed			168			1			0			8			27			0			10			1			0			7


									Total Number of Tests conducted			168			147			9			9			66			33			10			9			5			7


									Total Number of Tests passed			129			145			9			8			58			33			4			7			5			6


									Total Number of Tests failed			39			2			0			1			8			0			6			2			0			1


									Percentage of test passed			76%			98%			100%			90.00%			87%			100%			40%			77%			100%			85%


									Verified			Reported			Reopened			Major			Minor			Rejected			Deferred


						Spiral1_Cycle1			0			13			0			10			3


						Spiral1_Cycle2			7			1			0			1			0


						Spiral1_Cycle3			0			0			0			0			0


						Spiral2_Cycle1			2			1			0			1			0


						Spiral 3_Cycle1			9			8			0			5			3


						Spiral3_Cycle2			6			0			0			0			0			3			1


						Twain 93 Build			0			6			0			6			0			0			0


						Twain 93 Build_Cycle2			3			1			1			1			0			0			2


						Twain 93 Build_Cycle3			2			0			0			0			0			0			2


						Twain 3.0.16 Cycle1			3			1			0			0			0			0			0


									Spiral1_Cycle1			Spiral1_Cycle2			Spiral1_Cycle3			Spiral2_Cycle1			Spiral3_Cycle1			Spiral3_Cycle2			Twain -93 Build			Twain -93_Cycle2			Twain -93_Cycle3			Twain 3.0.16_Cycle1


						Effort			20			8			1			4			8			2.5			6			1			0.5			3.5


						Defects			13			1			0			1			8			0			6			1			0			1
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		Project		Key		Summary		Issue Type		Resolution		Description		Work Around		Estimate for fixing

		TWAIN Driver		TWAIN-62		The Twain driver Application is not copying the image to the windows word after Accepting.		Defect		UNRESOLVED		Install the Twain Setup in the default path. 
Connect the 4600r device and configure it with USB Com interface.
launch the Windows Word,
In the Insert menu , click picture ->From scanner or camera,
In the alert option -> Select "Honeywell imager" and click on "Custom insert "
In the Twain application interface, click capture and once the image is captured click Accept.
Observed that: The image is Not copied to the windows word page and the Application also got hanged .

it is observed in the Test machine, (Desktop machine). 
In Laptop with Windows Xp Sp3 the image copied to the windows word page after Accepting.		This is the observation on Microsoft Office Word 2003 version : 11.5604.5606 on a Desktop test machine.
Avoid using Microsoft Office Word 2003 version : 11.5604.5606 for accepting image into word.		Estimate :None

		TWAIN Driver		TWAIN-105		Device Triggered functionality is not working as expected in this scenario.		Defect		UNRESOLVED		The device is automatically getting triggered even in device triggered mode, when manual settings are selected in the image profile. when the device is in triggered mode.		User should not use  Manual Settings if he wants  to use the device in trigger mode.		Current Analysis: The application is sending '2P' when forming the ImageSnap Command. When this command when sent to device it is not waiting till the user pulls the trigger and taking auto triggering action.
If '1P' can also be sent to the device independent of the settings chosen by the user then this can be done at code level.
 Estimate: Using the above approach is 2 Hrs.

		TWAIN Driver		TWAIN-120		The text on the buttons is not changed to Blue leading to the inconsistency of text colors in the application		Defect		UNRESOLVED		The text on the buttons is black and the text on the menu and labels is blue leading to the inconsistency of text colors usage in the application		None.		Estimate :None

		TWAIN Driver		TWAIN-115		Logo is having the distorted look at the right corners.		Defect		UNRESOLVED		Logo is having the distorted look at the right corners.		None.		Estimate :None
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